URBAN STANDARD SPECIFICATIONS for PUBLIC IMPROVEMENT MANUAL

— RING AND COVER (SEE SPECIFICATIONS)

REINFORCING BARS-SEE
SCHEDULE BELOW. TOP PLAN
SLAB-BARS 6" 0.C. BOTH

WAYS. BOTTOM SLAB-BARS
12" 0.C. BOTH WAYS. ADD

DIAGONAL BARS AT ALL LID ———
AND PIPE OPENINGS.  \\ —EF====:

SURFACE FOR UNIMPROVED AREAS, NOT MOWED
ADJUSTING RINGS - SEE PLAN OR

i SPECIFICATION

N PN Y e
5 ot POURED-IN-PLACE
e af CLEAR CONCRETE CONSTRUCTION

X) CONCRETE INVERT

D
2" X 3" KEYED 4----
CONSTRUCTION JOINT n L NOTES:
3" o : ﬁﬁ MAXIMUM DEPTH - 8'FROM
T |7 R y8" CASTING RIM TO INVERT.
BASE POUR IN PLACE _»| | -SEE_SCHEDULE | . MINIMUM DEPTH - CHECK
OR PRECASTED > Bl N FOR PIPE SIZE SPECIFIED.
SECTION A-A
MIN. MANHOLE SIZE AND STEEL SCHEDULE
PIPE SIZE BAR SIZE | BAR SIZE
INSIDE M'meS'PE UNDER | NOT UNDER
DIA, : PAVEMENT | PAVEMENT
54" 72" 6 5
48“ 64“ 6 5
42" 56" 5 )
36" 56" 5 4
30" 48" 4 4
24"0R_LESS 40" 4 4
NONE 40" 4 7
| oyres03 « CORRESPONDING SIDE
REV. | DATE BY TYPE "M-B" MANHOLE (STORM SEWER) FIGURE: 6020.13

DATE: 01-01-98
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